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means of injecting an explosive mix-
ture of gasoline or propane and air into
the void that protects the component.
Connections must be made so as to
minimize any additional volume added
to the protected void by the apparatus
delivering the explosive mixture. The
component must be placed in a cham-
ber filled with an explosive mixture
and there must be no ignition of the
explosive mixture surrounding the
component when the following tests
are conducted:

(1) Using any overload protection
that is part of the device, the potential
ignition source must be operated for
one half hour at 110 percent of its rated
voltage, one half hour at 50 percent of
its rated voltage and one half hour at
100 percent of its rated voltage with
the motor or armature locked, if the
potential ignition source is a motor or
part of a motor’s electrical circuit.

(2) With the explosive mixture in the
protected void, the test installed igni-
tion source must be activated 50 times.

(3) The tests paragraphs (c) (1) and (2)
of this section must be repeated with
any plugs removed.

(d) Components that are certified as
being intrinsically safe in accordance
with the Instrument Society of Amer-
ica (RP 12.2) or explosion proof in ac-
cordance with the Underwriters Lab-
oratories STD 698 in Class I, Group D
hazardous locations (46 CFR 111.80–5(a))
need not be subjected to this testing.

§ 159.131 Safety: Incinerating device.

An incinerating device must not in-
cinerate unless the combustion cham-
ber is closed, must purge the combus-
tion chamber of combustible fuel va-
pors before and after incineration must
secure automatically if the burner does
not ignite, must not allow an accumu-
lation of fuel, and must neither
produce a temperature on surfaces ad-
jacent to the incineration chamber
higher than 67 °C nor produce a tem-
perature on surfaces in normal body
contact higher than 41 °C when oper-
ating in an ambient temperature of 25
°C. Unitized incineration devices must
completely burn to a dry, inert ash, a
simultaneous defecation and urination
and must not discharge fly ash,
malodors, or toxic substances.

Subpart D—Recognition of
Facilities

§ 159.201 Recognition of facilities.

A recognized facility is an inde-
pendent laboratory accepted by the
Coast Guard under 46 CFR 159.010 to
perform the tests and inspections re-
quired under this part. A list of accept-
ed laboratories is available from the
Commandant (G–MSE–3).

[CGD 95–028, 62 FR 51194, Sept. 30, 1997, as
amended by USCG–1999–5832, 64 FR 34715,
June 29, 1999]
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